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SIGNALIZATOR ZABERU

IGNALIZATOR ZABERU:
Odjimatelné usi
Vicebarevna LED dioda
Nastaveni ténu (5 moznosti)
Nastaveni barevného rezimu
(7 riznych barev)
Konektor
Kolecko
Nastaveni hlasitosti
Nastaveni citlivosti (5 moznosti)
Hlavni vypinac (on/off/noc/den)

WIRELESS

PRIJIMAC

PRIJIMAC:

10 LED diody

11 Nastaveni ténu (5 moznosti)
12 Hlavni vypinac (on/off/vibrace)
13 Kédovani

14 Nastaveni hlasitosti

INSTALACE BATERIE:

Nainstalujte 9voltovou baterii do kazdého signalizatoru zdbéru a pfijimace,
posunutim krytu baterie na zadni strané kazdé jednotky.

PAROVANI SIGNALIZATORU A PRIJIMACE:
Krok 1: Zapnété signalizator ON a vypnéte prijimac OFF.
Krok 2: Zapnéte pfrijimac¢ ON - stfibrna packa doleva.
Krok 3: Dlouhym stiskem tlac¢itka "Kédovani" nastavte barvu, které
chcete prifadit signalizator.
Nechte hlasi¢ vydat ton (prejet pres kolecko signalizatoru).
Krok 4: Vypnéte a zapnéte prijimac, tim ulozite nastaveni.

TEST DOSAHU SIGNALIZATORU:
Krok 1: Nastavte na signalizatoru kolecko ,,S" na hodnotu 5 a zapnéte
signalizator. Signalizator zacne vydavat nepretrzity tén.
Krok 2: Nyni zapnéte pfijimac, ktery vydava tén/vibruje a vzdalujte
se odsignalizatoru.
Krok 3: Vmomentu kdy prestane pfijimac vydavat tén,
byl dosazen maximalni dosah.

SLABA BATERIE:

Kazdy signalizator vyuziva alarm pro nizkou kapacitu baterie, coz je
indikovano kratkym pipnutim.

UDRZBA:
Po kazdém pouziti utfete signalizatory a pfijimac. Odstrante vlhkost a necistoty

suchou Cistou latkou. Pro dlouhou dobu skladovani vyjmeéte baterie.

PZN: Signalizatory a pfijimac v zakoupeném setu, jsou jiz sparovany.

Dovozce a distributor:
Zfishing Sport Wholesale s.r.o., Za Mototechnou 1375/7, 155 00, Praha 5
E-shop www.zfish.eu, tel.: +420 235 311522
Technicka podpora: info@zfishingsport.cz
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BITE ALARM RECEIVER

BITE ALARM Receiver
1 Adaptable Snagbar 10 LEDs
2 Multi-Colour LEDs N Tone Dial (5 Options)
3 Tone Dial (5 tone settings) 12 Power Switch (ON-OFF-Vibrate)
4 Multi-Colour LED Dial 13 Coding Button
(7 colour options) 14 Volume Dial
5 Power Out Socket
6 Bite Sensor
7 Volume Dial
8 Sensitivity Dial (5 options)
9 Power Switch (ON-OFF-Nightlight)

BATTERY INSTALLATION:

Install a 9V battery in each of the alarms and receiver by sliding down the battery cover
plate on the back of each unit.

SYNCHRONISING ALARM SEQUENCE
WITH RECEIVER LED ORDER
Step 1: Turn ON alarm and turn OFF receiver.
Step 2: Turn the receiver ON - silver lever to the left.
Step 3: Long press the "Coding" button to set the color
you want to assign to the beacon.

Step 4: Vypnéte a zapnéte prijimag, tim ulozite nastaveni.

RANGE TEST:
Step 1: Turn ON Receiver.
Step 2: With the bite alarm powered off turn the sensitivity dial to 5.
Step 3: Turn the bite alarm ON - Audible alarm noise indicates alarm range.
Step 4: Quit the range test by turning OFF alarm.

LOwW BATTERY:
Each alarm unit utilizes a low battery alarm indicated by a short beep.

MAINTENANCE:

Wipe alarms and receiver units after each use. Remove moisture and debris with
a dry clean cloth. For long storage periods remove batteries.

NOTE: Bite alarms and receivers in set are pre-paired.

Importer & distributor
Zfishing Sport Wholesale s.r.o.
Za Mototechnou 1375/7, Prague, Czech rep.
www.zfish.eu



